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PRODUCT INFORMATION 

3829V 
Single Sided Dark Grey PE Foam Tape 

Thermal Conductivity and Fire Retardant 

 

Product Description: 

3829V is a Dark Grey single sided, closed cell PE Foam Tape  

 

CONSTRUCTION: 

 

 

Release Paper 

   

       Solvent Acrylic (free from heavy metals)  

         

Dark Grey PE Foam 
 

 

 

Physical Properties: 

 Apparent 

Density 

Hardness 

C- Type 

Thickness Width Tensile 

Strength 

Elongation Tear 

Strength 

Dimensional 

Change On 

heating 

 
Unit 

32 25 3~10 
 

100~130 
L 2,226 12

0 
L 

1.6 
L -3.0 

W 1,770 12

0 

W 

1.4 

W -2.0 

Kg/m3 degree mm cm KP

A 
% Kgf /cm % 

±Tol 2 10% 10% 5%     
Test 

Method 

KS M 

3014 

 

N/A 
 

N/A 
 

N/A 

 

KS M 3014 
 

KS M 3014 
 

KS M 3014 
 

KS M 3014 
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Thermal Conductivity 

(W/m.k) 

Thickness 10 (mm) Remarks 

0.040 0.25 Density:33kg/m³ 

   

 

 

Applications: 

 Air ducting systems 

 Insulation for windows and doors 

 Used as a Thermal Break 

 Fire Retardant 

 

 

 

 

 

 

 

 

 

 

 

 

Storage Details: 
 Life expectancy will vary with temperature and humidity 

 Shelf life is one year from the date of despatch 

 Low temperatures may increase the risk of condensation, which will reduce the tack of the 
product. 

 

 


